
ADL855PC CPU's
OEM PRICE LIST

(Preliminary June, 2004)

CPU MODULES
Item Part UNIT PRICE (US$)
Code No. 1 - 4 5 - 49 50-99 100+

PC/104+ Pentium-M/Celeron-M 600MHz- 1.6GHz CPU, ADL855PC series 
Intel Pentium-M  & Celeron-M 600MHz- 1.6GHz, Cache in CPU,  DDR SODIMM socket (128MB-1024MB)
Video Controller built in 855, LVDS, COM 1 & 2 (RS232), LPT, FDC, PS/2 Keyboard & Mouse,
4 USB 2.0, IDE, 10/100 LAN, SOUND (AC97), AWARD BIOS, ACPI (POWER MANAGEMENT), Watchdog timer and more.
ADL855PC-600C 292043 Celeron-M 600MHz, 512k cache 1347 1243 1171 1123
ADL855PC-900 292040 Pentium-M 900MHz, 1024k cache 1652 1525 1436 1376
ADL855PC-1100 292041 Pentium-M 1.1GHz, 1024k cache 1630 1505 1418 1359
ADL855PC-1300C 292044 Celeron-M 1.3GHz, 512k cache 1317 1216 1146 1098
ADL855PC-1600 292042 Pentium-M 1.6GHz, 1024k cache 1707 1575 1484 1422
ADL855PC-1800 292045 Dothan 1.8GHz, 2048k cache 1956 1806 1701 1630

ADL855-Cooling options
ADL855PC-FAN/SP 293050 ADL855PC Fan/Heat Spreader (perf.) 198 189 178 168
ADL855PC-FAN 293051 ADL855PC FAN (3 wire) used w/ADL855PC-Speader 59 57 52 49
ADL855PC-Spreader 293052 ADL855PC Thick heatsink w/o fan 98 94 91 89
ADL855-memory options
DDR-RAM128 992715 128MB 266MHz DDR SODIMM for 855 product 49 45 42 39
DDR-RAM256 992825 256MB 266MHz DDR SODIMM for 855 product 100 92 85 79
DDR-RAM512 992925 512MB 266MHz DDR SODIMM for 855 product 175 160 148 137
DDR-RAM1024 992025 1024MB 266MHz DDR SODIMM for 855 product 531 487 449 417
DDR-DRAM128-3 994715 128MB 333MHz DDR SODIMM for 855 product 51 47 43 40
DDR-DRAM256-3 994825 256MB 333MHz DDR SODIMM for 855 product 104 95 87 81
DDR-DRAM512-3 994925 512MB 333MHz DDR SODIMM for 855 product 181 166 152 141
DDR-DRAM1024-3 994025 1024MB 333MHz DDR SODIMM for 855 product 573 525 485 450
ADL855PC Cables and accessories 
ADL85PC- CK 293045 Cable kit for ADL855PC series PC/104 CPU's 132 123 119 117
MSEIDECK 100-9637 44Pin to two 40PIN IDE cable 43 40 38 37
MSEIDECK-2.5" 100-9636 44PIN IDE cable 12" 19 16 15 14
MSFC 801071 Adapter for regular Floppy Drive 24 23 23 22
ASSEMBLY-KIT 710460 4 PC/104 Stand-off posts, Hex nuts, screws 5 4 4 3
PC104-CON PC104-CON PC/104 Connector for spacing 17 15 15 14
PC104+-CON PC104+-CON PC/104 & PC/104+ Connectors for spacing 33 32 31 30
44P-40P-CONV 100-9910 2.5" - 3.5" HDD Connector Adapter 15 14 13 13
ADLCF-II-S 989010 Compact Flash to IDE TYPE II single adapter 68 62 57 52
ADLCF-II-D 989020 Compact Flash to IDE TYPE II dual adapter 82 75 68 63
Option E 989110 Optional Ejector added to ADLCF-II (one) 4 4 3 3
Option LE 989120 Optional Latching Ejector added to ADLCF-II (one) 11 10 8 8
Option LH 989130 Optional Locking IDE cable header added to ADLCF-II 10 9 8 8
Option E-D 989140 Optional Ejector added to ADLCF-II (for 2nd on dual) 4 4 3 3
Option LE-D 989150 Optional Latching Ejector added to ADLCF-II (for 2nd) 11 9 8 8

Optional Compact Flash storage devices on page 4
Extended Temperature and/or conformal coating avaialable upon request.
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OEM PRICE LIST
(Preliminary June, 2004)

CPU MODULES
Item Part UNIT PRICE (US$)
Code No. 1 - 4 5 - 49 50-99 100+

PC/104 Pentium 200MHz-250MHz class CPU, ADL550/552 series
Based on the SiS 550 (or ULP 552) Pentium MMX class x86 CPU and includes: 
CPU clock speed of 200MHz/250MHz with integrated VGA/LCD controller, SDRAM (soldered 32MB- 256MB),
4 RS232 ports with COM3/4 software configurable for 422/485 (No hardware changes!), 
2 USB ports (1.1), 10/100 LAN,  shared LPT/Floppy port, PS/2 mouse and keybaord,
Compact Flash socket Type II, watchdog timer and more!
ADL550PC-200-32 292000 200MHz unit with 32MB soldered     Call for quote
ADL550PC-200-64 292001 200MHz unit with 64MB soldered 518 471 435 412
ADL550PC-200-128 292002 200MHz unit with 128MB soldered 550 500 462 437
ADL550PC-200-256 292003 200MHz unit with 256MB soldered     Call for quote
ADL552PC-250-32 292030 250MHz low power with 32MB soldered
ADL552PC-250-64 292031 250MHz low power with 64MB soldered 550 500 462 437
ADL552PC-250-128 292032 250MHz low power with 128MB soldered 582 529 489 463
ADL552PC-250-256 292033 250MHz low power with 256MB soldered     Call for quote

Options for ADL550 series
Option T1 293000 COM1 as TTL 59 54 Call for quote  
Option T2 230001 COM2 as TTL 59 54 Call for quote  
Option T3 230002 COM3 as TTL 59 54 Call for quote  
Option T4 230003 COM4 as TTL 59 54 Call for quote  
ADL-CK 293040 Cable kit for ADL550/635PC series PC/104 CPU's 68 63 Call for quote  
ASSEMBLY-KIT 710460 4 PC/104 Stand-off posts, Hex nuts, screws 5 4 4 3
CF to IDE converter Compact Flash - IDE converters and flash devices on page 4

PC/104 Pentium III/Celeron 300MHz-700MHz class CPU, ADL635 series 
ADL635PC has limited availability, NOT recommended for new designs
Based on the SiS 635 this Celeron/Pentium III class CPU includes:
CPU speeds of 300MHz- 700MHz with built in cache (128k-256k on die), 
SODIMM socket for memory  up to 256MB (NO SDRAM included),  SMI 712 VGA/LCD
controller, COM 1-2 RS232, shared LPT/floppy port, 2 USB (1.1), PS/2 keyboard/mouse
10/100 LAN, EIDE, Compact flah socket Type II, watchdog timer and more!

ADL635PC-C300ULP 292011 Celeron Ultra Low Power 300MHz, 128kB Cache 740 673 625 592
ADL635PC-C400       292010 Celeron Low Power 400MHz,  128kB cache 761 692 643 609
ADL635PC-400 292012 PIII Low Power 400MHz,  256kB cache     Call for quote
ADL635PC-700           292013 PIII Low Power 700MHz,  256kB cache 983 894 834 789
Memory for ADL635PC
SDRAM64-PS 990615 SDRAM 64MB for PIII product (-25°C/70°C) 41 38 35 33
SDRAM128-PS 990725 SDRAM 128MB for the PIII product (-25°C/70°C) 78 71 66 63
SDRAM256-PS 990823 SDRAM 256MB for Pentium III (-25°C/70°C) 153 144 136 130
SDRAM64-PE 990618 SDRAM 64MB for PIII product (-40°C/85°C) 52 47 43 40
SDRAM128-PE 990728 SDRAM 128MB for the PIII product (-40°C/85°C) 94 85 78 72
SDRAM256-PE 990826 SDRAM 256MB for Pentium III (-40°C/85°C) 190 175 164 157
ADL-CK 293040 Cable kit for ADL550/635PC series PC/104 CPU's 68 68 Call for quote  
CF to IDE converter Compact Flash - IDE converters and flash devices on page 4
ASSEMBLY-KIT 710460 4 PC/104 Stand-off posts, Hex nuts, screws 5 4 4 3

Extended Temperature and/or conformal coating avaialable upon request.

ADL550/635 ETX 
OEM PRICE LIST

(Preliminary June, 2004)
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ETX Modules
Item Part UNIT PRICE (US$)
Code No. 1 - 4 5 - 49 50-99 100+

ETX Pentium Class 200MHz-250MHz CPU, ADL550/2ET SERIES
SiS550 Pentium MMX 200-250MHz, So-DIMM socket or SDRAM soldered, VGA & cache built in CPU
V-RAM System Shared Memory, COM1/2 TTL, LCD, LPT, FDC, KB, MS, IDE,
CF-socket Typ II, LAN Ethernet 10/100 Base-T, Sound AC97, Power Management,  
suspend to disc and suspend to RAM, BIOS Award, watch dog timer and more!
ADL550ET-200 291000 200MHz, SODIMM SOCKET 417 398 357 343
ADL550ET-200-32 291010 200MHz with 32MB soldered 445 425 381 365
ADL550ET-200-64 291020 200MHz with 64MB soldered 449 429 385 369
ADL550ET-200-128 291030 200MHz with 128MB soldered 472 451 404 387
ADL550ET-200-256 291004 200MHz with 256MB soldered Call for quote  
ADL552ET-250 291030 250MHz low power SODIMM SOCKET Call for quote  
ADL552ET-250-32 291031 250MHz low power 32MB soldered 492 469 422 404
ADL552ET-250-64 291032 250MHz low power 64MB soldered 498 475 425 408
ADL552ET-250-128 291033 250MHz low power 128MB soldered 519 496 445 426
ADL552ET-250-256 291034 250MHz low power 256MB soldered Call for quote  
ETX Pentium III/Celeron 300MHz-700MHz CPU, ADL635ET SERIES
Intel PIII, PIII-Celeron, 300-700MHz, Cache built-in CPU, So-DIMM Socket 32-256MB, Video Controller SM712(722)
Video Memory built-in SM712(722), LCD dig., COM1, COM2, LPT, FDC, KB, MS, 4 x USB, IDE,
 LAN Ethernet 10/100 Base-T, Sound AC97, BIOS Award, Power Management suspend to disk, Watchdog timer and more!
ADL635ET-C300ULP 291011 Celeron Ultra Low Power 300MHz, 2LCache 128kB 749 715 641 614
ADL635ET-C400 291010 Celeron Low Power 400MHz, 2LCache 128kB 811 774 696 667
ADL635ET-400 291012 PIII Low Power 400MHz, 2LCache 256kB 979 934 837 802
ADL635ET-700          291013 PIII Low Power 700MHz, 2LCache 256kB 1247 1190 1069 1024
Memory for ADL635ET series
SDRAM64-PS 990615 SDRAM 64MB for PIII product (-25°C/70°C) 41 38 35 33
SDRAM128-PS 990725 SDRAM 128MB for the PIII product (-25°C/70°C) 78 71 66 63
SDRAM256-PS 990823 SDRAM 256MB for Pentium III (-25°C/70°C) 153 144 136 130
SDRAM64-PE 990618 SDRAM 64MB for PIII product (-40°C/85°C) 52 47 43 40
SDRAM128-PE 990728 SDRAM 128MB for the PIII product (-40°C/85°C) 94 85 78 72
SDRAM256-PE 990826 SDRAM 256MB for Pentium III (-40°C/85°C) 190 175 164 157
ETX Pentium-M/Celeron-M 600MHz-1.6GHz CPU, ADL855ET SERIES
Intel Pentium-M/Celeron-M 600MHz to 1.6GHz, 1024 built in Cache (Pentium-M), DDR RAM 128-1GB in SODIMM
(memory not included), "Extreme Graphics" Video Controller built in, LVDS, COM1/2, LPT, FDC, PS/2 kbd & mouse,
4 USB 2.0 ports, IDE, 10/100 LAN, sound (AC97), Award BIOS, ACPI, watchdog timer and more!
ADL855ET-900 291041 Intel Pentium M 900MHZ, 1024k cache 1296 1196 1160 1080
ADL855ET-1100 291042 Intel Pentium M 1.1GHz, 1024k cache 1363 1258 1221 1136
ADL855ET-1600 291043 Intel Pentium M 1.6GHz, 1024k cache 1430 1320 1243 1192
DDR-DRAM for ADL855ET series
DDR-RAM128 992715 128MB 266MHz DDR SODIMM for 855 product 49 45 42 39
DDR-RAM256 992825 256MB 266MHz DDR SODIMM for 855 product 100 92 85 79
DDR-RAM512 992925 512MB 266MHz DDR SODIMM for 855 product 175 160 148 137
DDR-RAM1024 992025 1024MB 266MHz DDR SODIMM for 855 product 531 487 449 417
DDR-DRAM128-3 994715 128MB 333MHz DDR SODIMM for 855 product 51 47 43 40
DDR-DRAM256-3 994825 256MB 333MHz DDR SODIMM for 855 product 104 95 87 81
DDR-DRAM512-3 994925 512MB 333MHz DDR SODIMM for 855 product 181 166 152 141
DDR-DRAM1024-3 994025 1024MB 333MHz DDR SODIMM for 855 product 573 525 485 450

Extended Temperature and/or conformal coating avaialable upon request.

Compact Flash
OEM PRICE LIST

(Preliminary June, 2004)

Compact Flash Devices
Item Part UNIT PRICE (US$)
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Code No. 1 - 4 5 - 49 50-99 100+
Compact Flash Devices-Type 1
CF-ATA-16 981002 Compact Flash, Type 1, 16MB, 0°C to 60°C 23 21 20 19
CF-ATA-32 981004 Compact Flash, Type 1, 32MB, 0°C to 60°C 27 25 23 22
CF-ATA-64 981008 Compact Flash, Type 1, 64MB, 0°C to 60°C 34 31 29 28
CF-ATA-128 981016 Compact Flash, Type 1, 128MB, 0°C to 60°C 53 49 45 43
CF-ATA-256 981032 Compact Flash, Type 1, 256MB, 0°C to 60°C 88 80 75 70
CF-ATA-512 981056 Compact Flash, Type 1, 512MB, 0°C to 60°C 172 157 147 138
CF-ATA64-FA 981108 Compact Flash, Type 1, 64MB 26X Speed, 0°C to 60°C 47 43 40 37
CF-ATA128-FA 981116 Compact Flash Type 1, 128MB 26X Speed, 0°C to 60°C 61 56 52 49
CF-ATA256-FA 981132 Compact Flash Type 1, 256MB 26X Speed, 0°C to 60°C 94 85 79 74
CF-ATA512-FA 981156 Compact Flash Type 1, 512MB 26X Speed, 0°C to 60°C 185 169 158 147
CF-ATA1024-FA 981168 Compact Flash Type 1, 1024MB 26X Speed, 0°C to 70°C 427 390 363 340
CF-ATA32-EX 982004 Compact Flash Type 1, 32MB Ext temp, -40°C to 85°C 37 35 33 31
CF-ATA64-EX 982008 Compact Flash Type 1, 64MB Ext temp, -40°C to 85°C 48 45 43 40
CF-ATA128-EX 982016 Compact Flash Type 1, 128MB Ext temp, -40°C to 85°C 81 76 72 67
CF-ATA256-EX 982032 Compact Flash Type 1, 256MB Ext temp, -40°C to 85°C 127 120 114 105
CF-ATA512-EX 982056 Compact Flash Type 1, 512MB Ext temp, -40°C to 85°C 219 206 197 181
CF-ATA1024-EX 982068 Compact Flash Type 1, 1GB Ex. Temp, -20°C to 70°C 465 436 417 384

Compact Flash-IDE converters (via IDE 44pin Cable)
ADLCF-II-S 989010 Compact Flash to IDE TYPE II single adapter 68 62 57 52
ADLCF-II-D 989020 Compact Flash to IDE TYPE II dual adapter 82 75 68 63
Option E 989110 Optional Ejector added to ADLCF-II (one) 4 4 3 3
Option LE 989120 Optional Latching Ejector added to ADLCF-II (one) 11 10 8 8
Option LH 989130 Optional Locking IDE cable header added to ADLCF-II 10 9 8 8
Option E-D 989140 Optional Ejector added to ADLCF-II (for 2nd on dual) 4 4 3 3
Option LE-D 989150 Optional Latching Ejector added to ADLCF-II (for 2nd) 11 9 8 8
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